
LED X-Ray Film Illuminator

Superior luminescence 
mechanism



FUSE

DIMMER

4.5cm

ON/OFF

ABS Mfd. by
Absolac (Bayer)

Viewing Screen
Mfg. by MITSUBUSHI

Electrophoresis
Aluminium Alloy

DOUBLE VIEWBOX TRIPLE VIEWBOX

SINGLE VIEWBOX

QUADRUPLE VIEWBOX

PARAMETER 

Dimensions

Light Source

Lamp Life

Viewing Area (W x H) 

LED

1,00,000 hours 1,00,000 hours 1,00,000 hours 1,00,000 hours

Net Weight (kg) 2.9 5.450 8.12 10.95

LED LED LED

14” x 17” 28” x 17” 42” x 17” 56” x 17”

SINGLE SCREEN DUAL SCREEN TRIPLE SCREEN QUADRUPLE SCREEN

LED X-RAY VIEW BOX -  SPECIFICATIONS



Energy Efficiency : LEDs are highly efficient. Energy savings range from 80% to 90%

Long Life : LEDs are projected to produce a long service life of about 100,000 hours. 

No UV Emissions / Little Infrared : LEDs produce no UV radiation and little heat, 

making them ideal for X-ray film view boxes that definitely harmless for eyes.

Lights Instantly

Unparalleled latest LED technology

Low-voltage power supply (increased safety)

Digital Dimmer Technology 

Over 95% uniformity in light across the screen

Film activated switch / film sensor - automatic shutdown if no film inside. *Optional

Use 7000k-15000k white and light-blue Color temperature is ideally suitable for

viewing X-Ray, CT and MRI films.

COMPARISON BETWEEN PREMIUM & ECONOMIC VERSIONS

FEATURES

Colour Temperature

Brightness

LED’S

>15000K

5000 cd/m2

PCB Circuit Board

LUX >4500

Power Supply 45 W

Size availability

Suitable for

Power supply type Inbuilt

Single/Double/Triple/Quadruple

Radiologists (CT/MRI), 
Neurologists, Physio

>10000K

5000 cd/m2

Strips

>3000

30 W

Inbuilt

Single/Double/Triple/Quadruple

Ortho, General Physicain, Dentist

PREMIUM ECONOMIC



BIS, AERB Approved mobile and fixed X-Ray Machine with 
Microprocessor Controlled, and Simultaneous protection 
from selection of excess KV, mA & time.

Radiation Protection Apparel

X-Ray Machines

Dhaal Healthcare launched its full range of Radiation protection 
Aprons consisting of Lead Apron,Lead Vinyl Apron & Lead Free 
Apron for doctors and medical professionals.

OPG Machine
BIS, AERB Approved OPG Machine with Motorised Vertical 
Movement & Microcontroller based 6 line LCD Display.

Accessories
Lead Sheet, Protection Barrier, Apron Stand, Vertical Bucky.

Bio-Medical Services
Technical Service and Repair Engineer will maintain your 
medical devices with a device specific skillset to provide 
proficiency in healthcare.
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CONTACT DETAILS :

Dhaal Healthcare Pvt. Ltd. #12047, T-3, B-E, GH-7, Crossing Republik,
Ghaziabad 201001, U.P. India. Ph: +91 9910008566, +91 6396369455,
abhishek@dhaalindia.com, info@dhaalindia.com


